AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§162.018-8

1.2.5.2 of the Compressed Gas Associa-
tion Standards, or other procedure ap-
proved by the Commanding Officer,
USCG Marine Safety Center.

(b) [Reserved]

[CGFR 68-82, 33 FR 18908, Dec. 18, 1968, as
amended by USCG 2001-10224, 66 FR 48620,
Sept. 21, 2001]

§162.018-8 Procedure for approval.

(a) General. Safety relief valves for
use on pressure vessels containing lig-
uefied compressed gases must be ap-
proved by the Commanding Officer,
U.S. Coast Guard Marine Safety Cen-
ter. Applications for approval may be
delivered by visitors to the Com-
manding Officer, Marine Safety Center,
U.S. Coast Guard, 4200 Wilson Boule-
vard Suite 400, Arlington, VA 22203, or
transmitted by mail to: Commanding
Officer (MSC), Attn: Marine Safety
Center, U.S. Coast Guard Stop 7410,
4200 Wilson Boulevard Suite 400, Ar-
lington, VA 20598-7410, in a written or
electronic format. Information for sub-
mitting the VSP electronically can be
found at http:/www.uscg.mil/HQ/MSC.

(b) Plan submittal. Manufacturers de-
siring to secure approval of a new de-
sign or type of safety relief valve shall
submit in quadruplicate detail draw-
ings showing the valve construction,
and material specifications of the com-
ponent parts. In the event the design is
changed, amended drawings shall be
submitted to the Commanding Officer,
USCG Marine Safety Center, for re-ap-
proval.

(c) Pre-approval tests. (1) Prior to ap-
proval of safety relief valves by the
Commanding Officer, USCG Marine
Safety Center, manufacturers shall
have capacity certification tests con-
ducted, in accordance with §162.018-7 or
submit satisfactory evidence that such
tests have been conducted and ap-
proved by The National Board of Boiler
and Pressure Vessel Inspectors or by a
properly supervised and inspected test
laboratory acceptable to the Com-
manding Officer, USCG Marine Safety
Center.

(2) Reports of conducted tests on de-
signs of safety relief valves different
from those previously approved shall
be submitted by the manufacturer
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when requesting approval for different
designs.

[CGFR 52-43, 17 FR 9540, Oct. 18, 1952, as
amended by CGFR 68-82, 33 FR 18908, Dec. 18,
1968; CGD 88-070, 53 FR 34536, Sept. 7, 1982;
CGD 96-041, 61 FR 50734, Sept. 27, 1996; USCG
2001-10224, 66 FR 48620, Sept. 21, 2001; USCG—
2007-29018, 72 FR 53967, Sept. 21, 2007; USCG—
2009-0702, 74 FR 49238, Sept. 25, 2009; USCG—
2013-0671, 78 FR 60160, Sept. 30, 2013]

Subpart 162.027—Combination
Solid Stream and Water Spray
Firehose Nozzles

SOURCE: CGD 95-027, 61 FR 26009, May 23,
1996, unless otherwise noted.

§162.027-1 Incorporation by reference.

(a) Certain material is incorporated
by reference into this part with the ap-
proval of the Director of the Federal
Register under 5 U.S.C. 5562(a) and 1
CFR part 51. To enforce any edition
other than that specified in paragraph
(b) of this section, the Coast Guard
must publish a notice of change in the
FEDERAL REGISTER and the material
must be available to the public. All ap-
proved material is available for inspec-
tion at the National Archives and
Records Administration (NARA) and at
Coast Guard Headquarters. Contact
Commandant (CG-ENG), Attn: Office of
Design and Engineering Systems, U.S.
Coast Guard Stop 7509, 2703 Martin Lu-
ther King Jr. Avenue, SE., Washington,
DC 20593-7509. The material is also
available from the sources indicated in
paragraph (b) of this section. For infor-
mation on the availability of this ma-
terial at NARA, call 202-741-6030, or go
to: hitp://www.archives.gov/
federal register/
code of federal regulations/
ibr locations.html.”

(b) ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West
Conshohocken, PA 19428-2959, 877-909-
2786, hitp:/www.astm.org.

(1) ASTM F1546/F15646 M-96 (Re-
approved 2012), Standard Specification
for Fire Hose Nozzles (ASTM F 1546)
(approved May 1, 2012), incorporation
by reference approved for §§162.027-2;
162.027-3.
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